
 

      

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

  

Workpiece Area 2100 mmx2800 mm 

Z Axis Workpiece 250 mm 

X Axis Speed 80  m/min 

Y Axis Speed 80  m/min 

Z  Axis Speed 30  m/min 

X Axis Transmission Rack and Pinion-2x1,5 kw Servo Motors 

Y Axis Transmission Rack and Pinion-1x1,5 kw Servo Motor 

Z Axis Transmission Ball Screw-1x1 kw Servo Motor 

 Boring Head 2,2 Kw/9 Vertical Bits 

Spindle Motor Power 9 kW / 12 HP 

Spindle Motor Rotating Speed 24.000 rpm 

Magazine(Tool Changer) 12 Spindles 

Cad/Cam Program PEGASUS 2D 

Control Unit PC-Based 

Total Power 25 kW / 34 HP 

Vacuum Pump Capacity 250  m3/sa(Standard) 
2x250  m3/sa(Optional) 

Vacuum Zones 8 Automatic Vacuum Zones 

Weight (Approximately) 5.000 kg 

Machine Dimensions 5400 mm x 3900 mmx 2.100 mm 
 

MasterCraft 2128 Technical Specifications 



 

  
 X axis transmission will be provided by 2 pieces 1,5 kW servo controlled 

motor on Rack and Pinion. 
 

 Y axis transmission will be provided by 1 piece 1,5 Kw servo controlled 
motor on Rack and Pinion. 

 
 Z axis transmission will be provided by 1 piece 1 Kw servo controlled motor 

on Ball Screw. 
 

      

 

 Windows Real Time Operation System(RTOS) 
 CNC machine control software 
 Windows 7 and customized extension 
 Real Time interpolation axis control module 
 Input/Output  signal modules 
 Machine real time application logic module 
 Electronic card that has  axis drives, I / O modules and other industrial 

communication modules for mekatrolink digital connection 
 User friendly operation with windows and icons 

CONTROL PANEL 

 

MASTERCRAFT 2128 TRANSMISSION 



 Special keys for machine operation 
 Digital connection between control and axle drives 
 Windows and icons that make the program easier to use 
 Profile and hole program with Assistant Editor 
 Tracking function 
 Optimization system that chooses the shortest path and the most suitable 

drill / spindle for the job to be done 
 Fault identifier 
 Parametric programing 
 Drawings made by Autocad can transfer to machine,  

 

 

 Machine moving parts are lubricated automatically by pump at time 
intervals specified by Numerical Control(NC). 

 For easier maintenance,warning message will be displayed automatically 
on the screen at each time intervals specificied by  Numerical Control(NC) 
and lubrication requirement is indicated.The pump transfers the oil to 
lubrications points and these dispensers lubricates the specified points at 
the specified time intervals. 

 

 X axis: Linear Guide 
 Y axis: Linear Guide 
 Z axis: Linear Guide and Ball Screw 

 
 
 
 
 
 
 
 
 

AUTOMATIC LUBRICATION UNIT 



 

 
 

Mastercraft 2128 can process full complete plate furthermore it can process 
individual smaller plate too. Plate can be vacuumed in 8 different vacuum zones 
in the table. 

 

 

Mastercraft 2128 has 9 kw powerful Hiteco(Italian brand) spindle motor. Spindle 
motor rotating speed is 24.000 rpm. New technology 4 poles spindle motor is 
used in Mastercraft 2128. 

 

 

 

9 KW (12 HP) POWERFUL ISO 30  AIR COOLED SPINDLE MOTOR 

VACUUM ZONES 



 

 

 

Mastercraft 2128 can unload the plates with pusher unit. Pusher unit can clean 
the places automatically with dust extractor. 

 

 

MasterCraft 2128 has FAM(Italian Brand) drilling unit which has 9 vertical bits. 
Drilling unit has 2,2 KW powerful motor. 

PUSHER UNIT 

DRILLING UNIT(BORING HEAD) 



 

 

 

Mastercraft 2128 has linear 12 spindles automatic tool changer in the back. 

  

Mastercraft 2128 has BECKER(German brand) oil free(dry type) rotary vane 
vacuum pump which has 250 m3/h capacity. We can use double vacuum pumps 
for optional. 

250  m3/h OIL FREE ROTARY VANE VACUUM PUMP 

12 SPINDLES LINEAR AUTOMATIC TOOL CHANGER 



 

 

 

The biggest problem with flat table CNC machines is the risk of damaging the 
table and cups of the machine as a result of the errors made by the operator 
during the measurement input. In order to prevent this problem,Mastercraft 
2128 measures the tool length automatically before the process starts and 
checks the length given in the program with the feature added to the 
configuration of our machine.If there is difference between these 2 
values,machine won’t start. In this way it prevents the table. 
 

 

Mastercraft 2128 is manufactured in accordance with Europe  health, safety, and 
environmental protection standards. 
 
 
 

CE STANDARD MANUFACTURING 

AUTOMATIC TOOL OFFSET(AUTOMATIC TOOL MEASUREMENT) 



 

 

 Drawing feature,workpiece identification, 

 Hold and Stretch feature, lines on the drawing, can be held and edited, 

 Designing machine tools in 2D-3D, introducing them on the machine and 
performing operations, 

 Woodpiece Simulation, 

 Process Simulation which shows 2D-3D machine visual, 

 CAD-CAM applications, 

 Machine data and paramters storing, 

 Tool library, 

 Machine operating data storing, 

 Machine position settings, 

 Measurement feature on drawing, 

 2D DWG drawing feature, 

 Hole optimization, 

 Parametric operating feature, 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

OMAKSAN WORKS MODUL 

 



 

Mastercraft 2128 can process the materials below.  

 Wood(MDF,Plywood..) 

 Aluminium Sheet 

 Plexiglass 

 Plastic 

 Compact composite 
 

 

MATERIALS 

 


